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NOTES: SHEET NOTES:
1. For other relgted work not shown on this
o oo R drawing, see Electrical Special Provisions. <:> Pipe sleeves shall be provided with
— GPS watertight seals after conduits are installed.
Antenna 2. References: Spare sleeves shal | be capped and plugged.

- For sensors and recorder schedules. see
sheets E-379, E-380 and E-381.

- For cable block diagram, see sheets
E-382, E-383 and E-384.

- For generol notes on the strong motion
detection system, see sheet E-361.

- For circuit and conGU|+/cobIe tray
schedules, see sheets starting at E-401.

——Utility
Panel

Downhole sensor cables will be furnished
and installed by CDMG.

For nameplate enngV|ng see nameplate
Schedule on sheet E-37

All conduits which thereafter cross the
access walkways shall be raised to a level

ONONO

“3. Al condu|+s and f|++|ngs located outside or of at least 2438 above the grating to pass
Egggrogose \f\grgvgvgrogkmf inside pier shall be rigid galvanized steel, overhead, al lowing free wol}%woys (g)n Thg
piate S PVC coated. remounung three quadrants of the platform,
Door on north face of SE tower shaft shall
4, Secure enclosure to concrete wall with remain accessible..

manufacturer’s recommended mounting and as
approved by the Engineer.

Remove Downhole Enclosure and re-install
on top of the base plate.

©

5. For Section B-B, see sheet E-264A.
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SCALE 1:100 (SCALE 1:10) SCALE AS NOTED 2
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